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. INstalLation Instruction:
Watch The video

Near the bottom of the product page on our website, there is a very detailed instructional video. You can see that
video at https:/americanadventurelab.com/highline.

Optional Fender Bolt

For the longest time, | resisted the urge to bolt the fender down to the bracket. Personally, | have put thousands of

miles on my JL with the fenders “resting” on these brackets. However, due to customer requests, | have now

LQFOXGHG D WDE RQ WKH RXWVLGH RI WKH EUDFNHW WR ZKLFK \RX FDQ ER:
side draft windy situations.

There is an intentional small amount of movement in the bracket after it is bolted loosely to the Jeep. To properly
DOLJQ WKH EUDFNHW SULRU WR GULOOLQJ WKH ADUH HQVXUH WKDW WKH E!I
drooping down at all and that it requires decent effort to slide the bracket around. Then, pull the bracket outward
DZD\ IURP WKH -HHS SXOOLQJ LW LQWR WKH RXWVLGH IURQW HGJH RI WKH |
SRVLWLRQ \RXU EUDFNHW 1RZ LV WKH WLPH WR SD\ DWWHQWLRQ WR DQ\ JD
WR AW SHUIHFWO\ DJDLQVW WKH ADUH 2QFH \RX KDYH WKH OLJKW SHUIHFW

There is enough room on the inside of the fender (bottom side) to get most small drills lined up perfectly. While

VOLJKWO\ VTXHH]LQJ WKH ADUH RQWR WKH +LJK /LQH EUDFNHW ZLWK WKH C
IURP WKH LQVLGH RI WKH IHQGHU ADUH RXWZDUG WKURXJK WKH KROH LQ WK
ELW 2QFH WKH KROH LV GULOOHG XVH WKH VXSSOLHG PP EROWV DQG QXW

7KH EROW FDQ EH SDLQWHG WR PDWFK WKH ADUH LI \RX ZDQW LW WR EOHQC



